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Discharging Characteristics Curves (25    )
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Data sheet for 6-GFM-160C battery
COSLIGHT GROUP

This information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty with respect to any 
cells and batteries. Cell and battery designs/specifications are subject to modification without notice. Contact Coslight for the last information.    
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Specifications

Nominal Voltage

Rated Capacity(10 hour rate)

Total Height(with terminals)

Height

Lenght

Weight

Width

Dimension

-0.018V /    

92%

76%

88%

109%

100%

Characteristics 

Internal Resistance(Full charged)

Self-Discharge
(25    )

Capacity (25    )

Capacity after 3 
month storage

Capacity affected
by temperature     

Charging(25    )

Temperature compensation coefficient

Float

Cycle
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10 15 20 30 40 50 1 2 3 4 5 6 8 10

Minute HourFinal Voltage
(V/cell) 5
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Constant current discharge (Ampere @25    )
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Minute HourFinal Voltage
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Constant power discharge (Watt/cell @25     )

           20% Discharge
           50% Discharge
           80% Discharge
           100% Discharge

Thick line:   Voltage curve 
 Slender line: Current curve

Duration of charge

Current 
  (C10A)

Voltage
    (V)
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